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ADMOTECH

1320,Gwanpyoung-dong,Yoosung-Gu,Taejon,305-509, Korea

Advanced Mobile Technology

Tel :+82-42-936-1353 Fax :+82-42-936-1350

Lumped Element Coaxial N type Isolator
225 ~ 400 MHz

ADI031CNLH(175)

Features
- 18dB typical Isolation, 0.80dB typical Insertion Loss at room temperature.
- Wide band characteristic
- High peak and average power capacity
- Robust design for shock and vibration
- RoHS Compliant

Options
The customers can choose as followers
- Direction : Clockwise(Default) or Counter Clockwise.

Electrical Characteristics

Parameter Units Specifications
Frequency MHz 225~400
Insertion Loss dB Max. 0.9
Isolation dB Min. 17
VSWR Max. 14:1
Temperature °C 0~+45
REV Power W Max. 100
Input/Output Impedance Q 50
Mechanical Dimensions
4— 3.5
552 MouTIG 268%
) HOLE ,
o1 /_f_/ ' [0.08]
O-l | & I
K e
= o 3
I!ﬂl DI
. i / ADMOTECH \ <
ADDOOCNLH H
RS | SNADKO0KX | 85 s
S~ 28
— 2,
"]J li ] [— cu'::;zm
1
—J
—] unit mm{inch]

Tolerance: $0.2mm

If you do not find appropriate frequency range, please contact with sales@admotech.com





