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Cavity Dual Filter-Pin Type 

ADBFD 6075/6725-P 
 
Features 

 

• Cavity Dual Band Pass Filter  

• Very compact size and low weight. (40 x 59 x 15 mm) 

• 1.6 dB typical Insertion loss @ room temp. 

• Drop in Pin-type 

 

Specifications   
Band 1(Fc 6075)  

Parameter Specifications Remarks 

Frequency Range 6,070 MHz ~ 6,080 MHz BW = 10 MHz 

Insertion Loss 2.4 dB Max.  

Pass Band Ripple 1.5 dB Max.  

Return Loss 18.0 dB Min.  

Attenuation 
60.0 dB Min.@ 6.4 GHz  

80.0 dB Min.@ 6.72 GHz  

Max Power CW 5 Watts  

Impedance 50 Ω  

Band 2(Fc 6725)  

Parameter Specifications Remarks 

Frequency Range 6,720 MHz ~ 6,730 MHz BW = 10 MHz 

Insertion Loss 2.4 dB Max.  

Pass Band Ripple 1.5 dB Max.  

Return Loss 18.0 dB Min.  

Attenuation 
60.0 dB Min.@ 6.4 GHz  

80.0 dB Min.@ 6.09 GHz  

Max Power CW 5 Watts  

Impedance 50 Ω  

 
Environmental 
 

Operating temperature range         -40 to +85 C  

 
Mechanical 
 

Dimensions1)           40 x 59 x 15 mm 

 

1) Excluding connectors, and mounting bracket extension 
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Outline Drawing 

 
             Units : mm, Tolerance : +/- 0.2 mm 

 

Typical Response 

Fc=6,075MHz                                   Fc=6,725MHz 
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