
  

 

ADMOTECH 37-10, Techno 1-ro, Yuseong-gu, Daejeon 34015, South Korea  

Phone :+82-42-936-1353  Fax :+82-42-936-1350                                      - 1/2 - 

http://www.admotech.com  sales@admotech.com 

 Ceramic Duplexer 
ADPX LTE-28-SCM 

 
 

Features 

 Ceramic Duplexer (703~748 MHz / 758~803 MHz)  

 Typical 2.4 dB Insertion Loss 

 CW 10W Power Handling 

  

Specifications 
   

Parameter RX TX Remarks 

Frequency Range 703 ~ 748 MHz 758 ~ 803 MHz  

Center Frequency 725 MHz 780 MHz  

Bandwidth 45 MHz 45 MHz  

Insertion Loss (Max.) 3.0 dB   

Pass Band Ripple (Max.) 2.4 dB  

Return Loss (Min.) 16.0 dB  

Rejection (Min.) 

50 dB @ 0 ~ 550 MHz 50 dB @ 0 ~ 550 MHz  

45 dB @ 758 ~ 803 MHz 20 dB @ 703 ~ 748 MHz  

60 dB @ 880 ~ 960 MHz 60 dB @ 880 ~ 960 MHz  

In/ Out Impedance 50 Ω  

Handling Power (Max.) CW 10 W  

Operation Temperature Range -30 ℃ ~ +80 ℃  

 

Outline drawing  
 

Units : mm, Tolerance : +/- 0.3 mm 

TOLERANCE : ±0.3

DIMENSIONS : mm
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Typical Response 
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