ADMODOTECLCH SMT Cavity Filter(12.98 GHz ~ 13.98 GHz)
ADBF 13480/1000-S

oporec? ADVANCED MOBILE TECHNOLOGIES

Features

e SMT Cavity Band Pass Filter (12.98 GHz ~ 13.98 GHz)

e Very compact size and low weight

e Typical 1.1 dB Insertion Loss

Specifications
Parameter Specifications Remarks
Frequency Range 12,980 ~ 13,980 MHz BW : 1,000 MHz
Center Frequency 13,480 MHz
Insertion Loss (Max.) 1.2 dB
Pass Band Ripple (Max.) 0.5dB
Return Loss (Min.) 15.0dB

Rejection (Min.)

45 dBc @ 9.98 GHz

45 dBc @ 16.98 GHz

In/ Out Impedance

50 Q

Handling Power (Max.)

CW1Ww

Operating Temperature

-40C ~+85 T

29.5 ¥ 12.4 * 10.3 mm
SMT

Dimensions Excluding Connectors

Connector

Outline drawing Typical Response
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ADMOTECH e 37-10, Techno 1-ro, Yuseong-gu Daejeon 34015, South Korea
Phone :+82-42-936-1353 Fax :+82-42-936-1350

http://www.admotech.com e sales@admotech.com
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